
NOTE: • CORRECT RIGGING OF CIRCLES AND ARCS MUST BE
  ASSESSED ON A PER-JOB BASIS.  A MINIMUM
  FOUR POINTS MUST BE USED ON CIRCLES
  2m RADIUS OR OVER.  LARGER CIRCLES ARE
  BEST HUNG IN A BRIDLE TYPE CONFIGURATION
  (e.g. FOUR HOISTS CAN PICKUP A CIRCLE FROM
  EIGHT POINTS).  ANGLE INSIDE BRIDLE-LEGS
  MUST NOT EXCEED 120° AND WHEN USED,
  SLING RATING IS HALVED.  ENSURE PICKUP
  FROM BOTH TOP CHORDS OF TRUSS ADJACENT
  OR THROUGH NEAREST WEBS.

CLS BOX-TRUSS CIRCLES
CT10 CT11 CT12 CT13

FEATURES:
CLS BOX-TRUSS CIRCLES OFFER AN ATTRACTIVE SOLUTION FOR LIGHTING /
SCENERY SUPPORT AT SHOWPIECE EVENTS.  MODERN MOVING LIGHTS
BENEFIT FROM THE CIRCULAR FORMATION AND A TAUT SCRIM CAN BE
RIGGED INSIDE THE CIRCLE TO CREATE A PROJECTION SURFACE -
PARTICULARLY PRACTICAL FOR THE RANGE OF MOVING PROJECTOR
FIXTURES NOW ON THE MARKET.  CLS BOX-TRUSS CIRCLES BENEFIT FROM
THE ADDED RIGIDITY THAT BOX TRUSS PROVIDES, AND ALLOW FOR THE
FITTING OF LARGE PROJECTORS AND MOVING FIXTURES THAT RELY ON
TWO POINT SUPPORT.  ALTERNATIVELY A SEAMLESS ROUND BANNER CAN
BE HUNG TAUT BETWEEN TWO CONCENTRIC CIRCLES AND LIT OR
PROJECTED UPON FROM INSIDE - CREATING A DRAMATIC FEATURE FOR
EXHIBITIONS & TRADESHOWS.

ALL STANDARD BOX CIRCLES COMPRISE FOUR 90° ARCS.

7.5m RADIUS AVAILABLE FOR HIRE (30° ARC - 12 PART CIRCLE).

CUSTOM RADII & ARCS (ACCURATE TO 1mm / 1°) AVAILABLE ON REQUEST.
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